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How to Config HM-10, HM-11 UUID

HM-10, HM-11 Default UUID value

UUID: FFEO

OXFFET

Properties: Read Write Without Response Notify

Service UUID

OxFFEO
Characteristic 1 UUID

OxFFE1 ( Read , Notify, Write Without Response )
Config Service UUID value
Use AT+UUID command to change Service UUID
E.g. Change Service UUID to 0x1234, Send AT+UUID0Ox1234.
Config Characteristicl UUID value
Use AT+CHAR command to change Characteristic 1 value
E.g. Change Characteristicl UUID value to 0x5678

Send AT+CHAROx5678

Config use two Characteristic UUID

Use AT+FFE2 command to config use two Characteristic UUID.
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E.g. Send AT+FFE21 command, After reset module, module will
use two characteristic UUID

Service : OxFFEO

Charl : OxFFE1l (Read Notify)

Char2 : OxFFE2 (Write Without Response)

Note: If you changed Characteristic 1 UUID value, then

Characteristic 2 UUID value will be Characteristic 1 UUID value +

Config Characteristic properties

USE AT+RESP command to change Characteristic properties
AT+RESPO: Use Write_Without_Response property
AT+RESP1: Use Write property

Examples

Example A

Service: OXAAAO

Characteristicl: OXAAALl (Read Notify)

Characteristic2: OXAAA2 (Write Without Response)
Please use those commands

AT+UUIDOXAAAO (Change Service UUID)

AT+FFE21 (Use two Characteristic UUID)
AT+CHAROXAAAL (Characteristic 2 UUID will be OxAAA2)

At+RESPO (use Write_Without_Response property)
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Example B

Service: OXFFFO

Characteristic 1: OxFFF6 ( Read, Notify, Write )
Please use those command

AT+UUIDOXFFFO (Change Service UUID)
AT+CHAROXFFF6 (Change Characteristic UUID)

At+RESP1 (Use Write property)
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